
12V Magnetic Transformer (Indoor)
Power Supply

Fixture Type:

Catalog Number:

Project:

Location:

Model & Product L x W x H
 SRT-300M-12V Enclosed Magnetic Multi-Tap Transformer 120V Input, 12V Output

300W
 SRT-600M-12V Enclosed Magnetic Multi-Tap Transformer 120V Input, 12V Output

600W

10.75IN x 4.25IN x 4.125IN
11.5IN x 5.25IN x 5.125IN

Example: SRT-300M-12V

DESCRIPTION
Enclosed Magnetic Multi-Tap Transformer 120V Input available in 300 or 600
watt models. Long lasting and reliable Magnetic Transformers offer multiple
secondary output terminals to compensate for voltage drop (12-15V taps for
12V version or 24-30V taps for 24V version), auto reset overload and short
circuit protection while complying with the highest level of safety and
performance standards. 

FEATURES
• Larger and generally have greater capacities than electronic models
• Allow for greater wiring distances from transformer to the powered
equipment
• Multi-taps from 12V up to 15V or from 24V up to 30V, compensate for
voltage drop
• Feature "push-to-reset" circuit breakers
• Transformers shown on this page comply with UL2108 standards for low
voltage installations
• MLV Dimming capable, dimming dependent upon fixture type
• 5 year warranty

SPECIFICATIONS

Construction 20 gauge cold rolled steel

Input: 120 VAC,50/60Hz

Mounting: Can be mounted on wall vertically or horizontally

Operating Temp: -4°F to 104°F (-20°C to 40°C)

Standards: UL, cUL, Damp Location Listed
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