
3" Low Voltage
Downlight Trim

Fixture Type:

Catalog Number:

Project:

Location:

Model Finish
 HR-D321 SC/BN Specular

Clear/Brushed Nickel
SC/WT Specular

Clear/White

Example: HR-D321-SC/BN

DESCRIPTION
Constructed for high-quality and durability, the premium low voltage 2.5"
downlights feature a broad range of decorative and performance trims in
abrasion resistant powder coat or plated metal designer finishes, for secured
lamp positioning, low glare and superior performance photometrics in
residential and commercial projects. 

FEATURES
• Open reflector, 25° adjustment from vertical
• Die-cast aluminum construction with heavy gauge retention clips secure lens
firmly to lamp
• Variety of decorative and performance trim options
• Clear lens included
• 5 year warranty

SPECIFICATIONS

Construction Die-cast aluminum

Light Source: Halogen

Finish: Electrostatically Powder Coated: Specular Clear/White,
Electroplated Specular Clear/Brushed Nickel

Operating Temp: -4°F to 104°F (-20°C to 40°C)

Standards: UL, cUL, Damp Location Listed

FINISHES:

  Specular
Clear/Brushed

Nickel

  Specular
Clear/White
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3" Low Voltage
Magnetic New Construction Housing

Fixture Type:

Catalog Number:

Project:

Location:

Model & Product
 HR-302M 3in Magnetic Low Voltage New Construction Non-IC Housing

Example: HR-302M

DESCRIPTION
Constructed for high quality and durability, the premium low voltage 2.5"
downlights feature a broad range of decorative and performance trims in
abrasion resistant powder coat or plated metal designer finishes, for secured
lamp positioning, low glare and superior performance photometrics in
residential and commercial projects. 

FEATURES
• Integral Magnetic Transformer
• Dimmable with magnetic low voltage dimmers
• 3" clearance on all sides when insulation is present
• J-Box and transformer accessible through ceiling
• Rated for branch and chain wiring
• Suitable for use in "shallow" joist installations
• Transformer included
• 5 year warranty

SPECIFICATIONS

Construction 20 gauge galvanized steel

Power: 50W

Input: 120 VAC,50/60Hz

Dimming: ELV: 100-10%

Light Source: Halogen

Mounting: Supplied with hanger bars, adjustable from 15"-242" to
accommodate various joist construction and grid sizes.

Cut Out: 3 7/8"

Ceiling Thickness: 3/4"

Operating Temp: -4°F to 104°F (-20°C to 40°C)

Standards: UL, cUL, Damp Location Listed, Non IC
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3" Low Voltage
Magnetic New Construction Housing

Fixture Type:

Catalog Number:

Project:

Location:

ACCESSORIES

Model Description Finish

LENS-16-RED
LENS-16-GRN
LENS-16-BLU
LENS-16-AMB

2in Diameter Lens Color Filter in Red
2in Diameter Lens Color Filter in Green
2in Diameter Lens Color Filter in Blue
2in Diameter Lens Color Filter in Amber

Red
Green
Blue
Amber

ACCESSORIES

Model Description Finish

LENS-16-RED
LENS-16-GRN
LENS-16-BLU
LENS-16-AMB

2in Diameter Lens Color Filter in Red
2in Diameter Lens Color Filter in Green
2in Diameter Lens Color Filter in Blue
2in Diameter Lens Color Filter in Amber

Red
Green
Blue
Amber

LENS-16-FR 2in Diameter Lens Color Filter in Frosted Frosted

ACCESSORIES

Model Description Finish

LENS-16-RED
LENS-16-GRN
LENS-16-BLU
LENS-16-AMB

2in Diameter Lens Color Filter in Red
2in Diameter Lens Color Filter in Green
2in Diameter Lens Color Filter in Blue
2in Diameter Lens Color Filter in Amber

Red
Green
Blue
Amber

LENS-16-FR 2in Diameter Lens Color Filter in Frosted Frosted

LENS-16-SPR 2in Diameter Beam Spread Filter Spread Lens

ACCESSORIES

Model Description Finish

LENS-16-RED
LENS-16-GRN
LENS-16-BLU
LENS-16-AMB

2in Diameter Lens Color Filter in Red
2in Diameter Lens Color Filter in Green
2in Diameter Lens Color Filter in Blue
2in Diameter Lens Color Filter in Amber

Red
Green
Blue
Amber

LENS-16-FR 2in Diameter Lens Color Filter in Frosted Frosted

LENS-16-SPR 2in Diameter Beam Spread Filter Spread Lens

LENS-16-UVF UV Filter For MR16 Fixtures Clear

ACCESSORIES

Model Description Finish

LENS-16-RED
LENS-16-GRN
LENS-16-BLU
LENS-16-AMB

2in Diameter Lens Color Filter in Red
2in Diameter Lens Color Filter in Green
2in Diameter Lens Color Filter in Blue
2in Diameter Lens Color Filter in Amber

Red
Green
Blue
Amber

LENS-16-FR 2in Diameter Lens Color Filter in Frosted Frosted

LENS-16-SPR 2in Diameter Beam Spread Filter Spread Lens

LENS-16-UVF UV Filter For MR16 Fixtures Clear

LENS-16-BEL 2in Diameter Beam Elongating Filter Beam Elongating

ACCESSORIES

Model Description Finish

LENS-16-RED
LENS-16-GRN
LENS-16-BLU
LENS-16-AMB

2in Diameter Lens Color Filter in Red
2in Diameter Lens Color Filter in Green
2in Diameter Lens Color Filter in Blue
2in Diameter Lens Color Filter in Amber

Red
Green
Blue
Amber

LENS-16-FR 2in Diameter Lens Color Filter in Frosted Frosted

LENS-16-SPR 2in Diameter Beam Spread Filter Spread Lens

LENS-16-UVF UV Filter For MR16 Fixtures Clear

LENS-16-BEL 2in Diameter Beam Elongating Filter Beam Elongating

LENS-16-HCL 2in Diameter Honeycomb Louver Filter Black
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