
Abode
Outdoor Wall Sconce 3000K

Fixture Type:

Catalog Number:

Project:

Location:

Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
 WS-W48709 9"  3000K  BK Black 10W 530 310

Example: WS-W48709-BK
•For 277V special order, add an "F" before the finish: WS-W48709F-BK

For custom requests please contact customs@waclighting.com

DESCRIPTION
A humble way of light, the bright, but diffused illumination from Abode makes
for a perfect porch light. Abode features a mouth blown etched opal glass
with solid die-cast aluminumhardware that is weather resistant with a powder
coated finish. The light engine is factory sealed for maximum protection
against the harshest elements.

FEATURES
• Bright, but diffused illumination makes for a perfect porch light
• Spun aluminum shield
• Light engine is factory sealed for maximum protection from elements
• Mouth blown etched glass diffuser provides even illumination
• ACLED driverless technology
• 5 year warranty

SPECIFICATIONS

Color Temp:  3000K

Input: 120 VAC,50/60Hz

CRI 90

Dimming: ELV: 100-10%

Rated Life: 50,000 Hours

Standards: ETL, cETL, Wet Location Listed

Construction Aluminum hardware with glass diffuser

REPLACEMENT PARTS
RPL-GLA-48709 - Glass for WS-W48709

FINISHES:

  Black
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Abode
Outdoor Wall Sconce 3000K

Fixture Type:

Catalog Number:

Project:

Location:

Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
 WS-W48711 11"  3000K  BK Black 12W 650 420

Example: WS-W48711-BK
•For 277V special order, add an "F" before the finish: WS-W48711F-BK

For custom requests please contact customs@waclighting.com

DESCRIPTION
A humble way of light, the bright, but diffused illumination from Abode makes
for a perfect porch light. Abode features a mouth blown etched opal glass
with solid die-cast aluminumhardware that is weather resistant with a powder
coated finish. The light engine is factory sealed for maximum protection
against the harshest elements.

FEATURES
• Bright, but diffused illumination makes for a perfect porch light
• Spun aluminum shield
• Light engine is factory sealed for maximum protection from elements
• Mouth blown etched glass diffuser provides even illumination
• ACLED driverless technology
• 5 year warranty

SPECIFICATIONS

Color Temp:  3000K

Input: 120 VAC,50/60Hz

CRI 90

Dimming: ELV: 100-10%

Rated Life: 50,000 Hours

Standards: ETL, cETL, Wet Location Listed

Construction Aluminum hardware with glass diffuser

REPLACEMENT PARTS
RPL-GLA-48711 - Glass for WS-W48711

FINISHES:

  Black
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