Fixture Type:

WAC LIGHTING g

Project:

Cla rity Location:

Quick Adjust™ Pendant 3000K

Model & Wattage Lumens  Color Temp & CRI Finish
O MP-916 330 0O CL/BN
0 MP-LED916 0 CL/CH

Example: MP-916-CL/BN

DESCRIPTION

Lovingly created by hand by Germany’s finest glass blowers, the Clarity art
glass pendant demonstrates dazzling spectral properties and can be mounted
for use on track, rail or canopies.

FEATURES

« Complete pendant, includes canopy and pendant.

* All socket sets include 6ft wire that may be cut in the field
* Lamp included

* Free of projected heat, ultraviolet and infrared radiation
* 5 year warranty

SPECIFICATIONS

Construction Mouth blown glass shade with plated metal hardware, Mouth
blown glass shade with electroplated metal hardware
Input: 120 VAC,50/60Hz
Dimming: ELV: 100-15%
Light Source: Integrated LED 4W, 330Im, 3000K, 85CRI, Xenon Bi-Pin Max
50W
Rated Life: 50,000 Hours FINISHES:
Finish: Clear/Brushed Nickel, Clear/Chrome jiﬁ’if. —
Operating Temp: 4°F to 104°F (-20°C to 40°C) T
p g p: =

Standards: UL, cUL, Dry Location Listed

Clear/Brushed Clear/Chrome
Nickel
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WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program. October 2026
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