Fixture Type:

WAC LIGHTING 2

Compass Location:
Vanity Light 3000K
Model & Size Color Temp & CRI ~Watt “Lumens  Finish
0 WS-2161111"- | 3000K - 90 12W 495 O AL Brushed Aluminum
1 Light

Example: WS-21611-AL
For custom requests please contact customs@waclighting.com

DESCRIPTION

Designed with the precision engineering and robust performance of the
magnetic instrument created to determine direction. Compass offers a
contemporary form created with meticulousattention to detail. Appealing
brushed aluminum frame embraces mouth blown etched opal glass diffusing
flattering light to illuminate fine baths or hallways in luxury hotels. ADA
Compliantwith full range of dimmability.

FEATURES

+ ACLED driverless technology
* 5 year warranty

SPECIFICATIONS

Color Temp: 3000K

Input: 120 VAC,50/60Hz

CRI 90

Dimming: ELV: 100-10%

Rated Life: 50,000 Hours

Standards: ETL, cETL, ADA, Damp Location Listed

Construction Aluminum hardware with mouth blown etched glass diffuser

FINISHES:

Brushed
Aluminum
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WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program. October 2026



Fixture Type:

WAC LIGHTING 2

Compass Location:
Vanity Light 3000K
Model & Size Color Temp & CRI ~Watt “Lumens  Finish
0 WS-21622 22" - | 3000K - 90 24W 1055 O AL Brushed Aluminum
2 Lights

Example: WS-21622-AL
For custom requests please contact customs@waclighting.com

DESCRIPTION

Designed with the precision engineering and robust performance of the
magnetic instrument created to determine direction. Compass offers a
contemporary form created with meticulousattention to detail. Appealing
brushed aluminum frame embraces mouth blown etched opal glass diffusing
flattering light to illuminate fine baths or hallways in luxury hotels. ADA
Compliantwith full range of dimmability.

FEATURES
+ ACLED driverless technology
* 5 year warranty

SPECIFICATIONS

Color Temp: 3000K

Input: 120 VAC,50/60Hz

CRI 90

Dimming: ELV: 100-10%

Rated Life: 50,000 Hours

Standards: ETL, cETL, ADA, Damp Location Listed FINISHES:
Construction Aluminum hardware with mouth blown etched glass diffuser

Brushed
Aluminum

LINE DRAWING
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Fixture Type:

WAC LIGHTING 2

CompaSS Location:
Vanity Light 3000K
Model & Size Color Temp & CRI ~Watt “Lumens  Finish
0 WS-21633 33"- | 3000K-90 36W 1675 O AL Brushed Aluminum
3 Lights

Example: WS-21633-AL
For custom requests please contact customs@waclighting.com

DESCRIPTION

Designed with the precision engineering and robust performance of the
magnetic instrument created to determine direction. Compass offers a
contemporary form created with meticulousattention to detail. Appealing
brushed aluminum frame embraces mouth blown etched opal glass diffusing
flattering light to illuminate fine baths or hallways in luxury hotels. ADA
Compliantwith full range of dimmability.

FEATURES
+ ACLED driverless technology
* 5 year warranty

SPECIFICATIONS

Color Temp: 3000K

Input: 120 VAC,50/60Hz

CRI 90

Dimming: ELV: 100-10%

Rated Life: 50,000 Hours

Standards: ETL, cETL, ADA, Damp Location Listed FINISHES:
Construction Aluminum hardware with mouth blown etched glass diffuser

Brushed
Aluminum

LINE DRAWING
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