
Essence
Pendant 3500K

Fixture Type:

Catalog Number:

Project:

Location:

Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
 PD-90924 24"
 PD-90932 32"
 PD-90947 47"
 PD-90959 59"
 PD-90971 71"

 3500K  WT White 23W
35W
68W
79W
96W

2095
3026
6052
7449
9079

1799
2938
5933
6712
8200

Example: PD-90924-35-WT

DESCRIPTION
Architectural circles in a five statement sizes ranging from 24” to 71”
accommodate virtually all applications and architectural styles. Essence
features a proprietary seamless diffuser that provides broad, even
illumination and is suspended by low-profile powered aircraft cables. Rings
may be clustered together to create a custom looking presentation for larger
scale installations. Perfect for commercial, office and hospitality applications
such as lobbies and meeting spaces. 

FEATURES
• Thin powered aircraft cables provide an ultra-clean look
• Alternate color temperature available (3000K or 4000K special order)
• Driver concealed within the canopy
• 5 year warranty

SPECIFICATIONS

Construction Aluminum hardware with blow molded acrylic diffuser

Power: 23W, 35W, 68W, 79W, 96W

Input: 120-277V,50/60Hz

Dimming: ELV: 100-10%

Rated Life: 50,000 Hours

Finish: Powder Coat White White

Operating Temp: -4°F to 104°F (-20°C to 40°C)

Standards: ETL, cETL, Damp Location Listed, Title 24 JA8 Compliant

FINISHES:

  White
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