
Felis
11.5" Metal Dome Pendant

Fixture Type:

Catalog Number:

Project:

Location:

System Type & Voltage Model & Wattage Finish
 HTK H Track - 120 VAC
 JTK J/J2 Track - 120 VAC
 LTK L Track - 120 VAC

 F4-404 
Incandescent : Max
100W

 F4-404LED LED :
12W

BN/BK Brushed
Nickel/Black

BN/BN Brushed
Nickel

CO/BK Copper/Black
CO/BN 

Copper/Brushed Nickel

Example: HTK-F4-404BN/BK

DESCRIPTION
A charming beehive design, Felis marries energy-efficient technology with
modern aesthetics for any decor. The white interior enhances lamp
performance for both fluorescent and incandescent lamps 

FEATURES
• 5 year warranty

SPECIFICATIONS

Construction Metal shade with die-cast aluminum socket sets

Power: Incandescent : Max 100W, LED : 12W

Input: 120 VAC,50/60Hz

Light Source: A19 LED Medium Base, A19, G30 Max 100W

Finish: Electroplated Copper/Brushed Nickel, Electroplated
Copper/Black, Electroplated Brushed Nickel, Electroplated
Brushed Nickel/Black

Operating Temp: -4°F to 104°F (-20°C to 40°C)

Standards: UL, cUL, Damp Location Listed
FINISHES:

  Brushed
Nickel

  Brushed
Nickel/Black

  Copper/Black   Copper/Brus
hed Nickel
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LED A19 Lamp
120V 12W Medium Base

Fixture Type:

Catalog Number:

Project:

Location:

Model Finish
 A19LED-12-30  WT White

Example: A19LED-12-30-WT

DESCRIPTION
Medium base line voltage LED A19 Lamp used for WAC Lighting 120V Track,
Flexrail1™, Flexrail2™, Linear Track, Recessed Downlights, Surface Mount
Spots, Display Lights and Quick Connect™ Pendant and Fixtures. 

FEATURES
• Base : Medium
• 3 year warranty

SPECIFICATIONS

Power: 12W

Input: 120 VAC

Dimming: ELV: 100-10%

Light Source: LED Lamp

Rated Life: 50,000 Hours

Finish: White

Standards: UL, cUL, Damp Location Listed

FINISHES:

  White

Powered by TCPDF (www.tcpdf.org)

waclighting.com | Phone (800) 526.2588 | Fax (800) 526.2585 | Headquarters/Eastern Distribution Center 44 Harbor Park Drive Port Washington, NY 11050

WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program. October 2026 2

http://www.tcpdf.org

	fixture: 
	catalog-1: 
	project: 
	location: 
	radio_zsystype_1: Off
	radio_zstyle_1: Off
	radio_zfinish_1: Off
	textbox_ZSYSTYPE_1: 
	textbox_ZSTYLE_1: 
	textbox_ZFINISH_1: 
	fixture: 
	catalog-2: 
	project: 
	location: 
	radio_zstyle_2: Off
	radio_zfinish_2: Off
	textbox_ZSTYLE_2: 
	textbox_ZFINISH_2: 


