
Insetra I
Flush Mount

Fixture Type:

Catalog Number:

Project:
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Model & Size Color Temp & CRI Watt Lumens Finish
 FM-260605 CS
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 WT White

Example: FM-260605-CS-BK

DESCRIPTION
INSETRA I is a compact, low-profile flush mount designed for clean ceiling
integration and consistent ambient illumination. Engineered with a shallow
driver and electronics compartment, it is well-sui front conditions are
required. The die-cast aluminum construction, paired with a frosted TIR lens,
delivers smooth, even light distribution with minimal visual noise. Selectable
color temperature allo commercial environments, supporting a range of
lighting intents within a single platform. Designed for ease of installation in
standard electrical boxes and backed by long-life performance, INSETRA I
projects where simplicity, efficiency, and visual consistency are key. 

FEATURES
• Polycarbonate trim allows fixture to be used in dead front settings
• Regressed design built into flush mount
• 5-CCT Switchable between 2700K and 5000K
• Driver installed within the Junction Box, driver dimension: ø2 3/4" x 9/16"
• 5 year warranty

SPECIFICATIONS

Construction Aluminum with polycarbonate trim

Power: 11W

Input: 120 VAC,60Hz

Dimming: ELV: 100-10% , TRIAC: 100-10%

Light Source: Integrated LED

Lens: PC Diffuser

Rated Life: 50,000 Hours

Mounting: Installs over a 3" or 4" Junction Box, Can be mounted on ceiling
or wall in all orientations

Finish: Electrostatically Powder Coated: Black, White

Operating Temp: -4°F to 104°F (-20°C to 40°C)

Standards: ETL, cETL, Wet Location Listed, Title 24 JA8 Compliant

FINISHES:

  Black   White
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