
Line Voltage 704
H/J/L Track Luminaire

Fixture Type:

Catalog Number:

Project:

Location:

System Type & Voltage Model & Wattage Finish
 HTK H Track - 120 VAC
 JTK J/J2 Track - 120 VAC
 LTK L Track - 120 VAC

 704  BK Black
 WT White

Example: HTK-704-BK

DESCRIPTION
Line Voltage luminaires offer a large assortment of styles, finishes and
features for residential, retail, commercial and hospitality environments. Ideal
for applications where a minimalist profile is desired, achieve the sleek look of
MR16 fixtures without the need for a bulky transformer. Track Fixture is
available in H, J/J2, and L track configurations. Order according to track layout
specifications. Fixture can accommodate an LED lamp. 

FEATURES
• 350° horizontal rotation and 90° vertical aiming
• Easily re-lamped from the front without the use of tools
• Fully enclosed back to prevent light leaks
• Includes Phenolic baffle to reduce glare
• Accommodates most LED BR30 or LED PAR30 lamps
• 5 year warranty

SPECIFICATIONS

Construction Formed metal with polycarbonate track adapter and aiming
screws in black or white to match track finish. Medium base
250V porcelain socket with nickel-plated copper screw shell.

Input: 120 VAC,50/60Hz

Light Source: PAR30, BR30 ( Order separately )

Finish: Electrostatically Powder Coated: White, Black

Operating Temp: -4°F to 104°F (-20°C to 40°C)

Standards: UL, cUL, Dry Location Listed

FINISHES:

  Black   White
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