Fixture Type:

WAC LIGHTING g

Project:
Marise Location:
Mini Pendant 3000K
Model & Size ~Color Temp ~Finish LED Watts LED Lumens Delivered Lumens
O PD-79221 3000K 0 BK 11w 900 462

0 CH

Example: PD-79221-CH
For custom requests please contact customs@waclighting.com

DESCRIPTION

A curvaceous mini pendant adding elegant drama when suspended as a solo
act or in groups within your space.

FEATURES

* Omnidirectional diffused illumination

* Low profile, adjustable powered aircraft cables for an ultra-clean look
* Spin-on round canopy with minimal hardware

* May be mounted on a sloped ceiling

* Driver concealed within the canopy

* 5 Year warranty

SPECIFICATIONS

@S e

Color Temp: 3000K

Input: 120-277V,50/60Hz

CRI 90

Dimming: ELV: 100-10% , TRIAC: 100-10%

Rated Life: 50,000 Hours

Standards: ETL, cETL, Title 24 JA8 Compliant, Damp Location Listed FINISHES:
Construction Aluminum body, silicone diffuser

REPLACEMENT PARTS
HDW-HY22-CE - Hardware Pack Black

Chrome
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WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program. January 2026
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