
Offshore
Outdoor Wall Sconce 4CCT

Fixture Type:

Catalog Number:

Project:

Location:

Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
 WSW120610 10"  2700K/3000K/3500K/4000K  BK Black 10W 80 72

Example: WSW120610-BK
For custom requests please contact customs@waclighting.com

DESCRIPTION
Durable, elegant and timeless, Offshore brings the precision of modern
architecture to outdoor lighting. Vertical fluted glass softens its powerful
illumination, creating a balanced play of light and texture. The linear black
metal frame adds structure and refinement, making Offshore a beacon of
modern design built to weather any element.

FEATURES
• Built in color temperature adjustability. Switch from
2700K/3000K/3500K/4000K
• Weather resistant powder coated finishes
• Light engine is factory sealed for maximum protection from the elements
• ACLED driverless technology
• 5 year warranty

SPECIFICATIONS

Color Temp:  2700K/3000K/3500K/4000K

Input: 120V,50/60Hz

CRI 90

Dimming: ELV: 100-10% , TRIAC: 100-10%

Rated Life: 50,000 Hours

Standards: ETL, cETL, Wet Location Listed

Construction Aluminum body with glass diffuser

FINISHES:

  Black
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Offshore
Outdoor Wall Sconce 4CCT

Fixture Type:

Catalog Number:

Project:

Location:

Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
 WSW120616 16"  2700K/3000K/3500K/4000K  BK Black 15W 148 133

Example: WSW120616-BK
For custom requests please contact customs@waclighting.com

DESCRIPTION
Durable, elegant and timeless, Offshore brings the precision of modern
architecture to outdoor lighting. Vertical fluted glass softens its powerful
illumination, creating a balanced play of light and texture. The linear black
metal frame adds structure and refinement, making Offshore a beacon of
modern design built to weather any element.

FEATURES
• Built in color temperature adjustability. Switch from
2700K/3000K/3500K/4000K
• Weather resistant powder coated finishes
• Light engine is factory sealed for maximum protection from the elements
• ACLED driverless technology
• 5 year warranty

SPECIFICATIONS

Color Temp:  2700K/3000K/3500K/4000K

Input: 120V,50/60Hz

CRI 90

Dimming: ELV: 100-10% , TRIAC: 100-10%

Rated Life: 50,000 Hours

Standards: ETL, cETL, Wet Location Listed

Construction Aluminum body with glass diffuser

FINISHES:

  Black
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Offshore
Outdoor Wall Sconce 4CCT

Fixture Type:

Catalog Number:

Project:

Location:

Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
 WSW120624 24"  2700K/3000K/3500K/4000K  BK Black 21.5W 198 178

Example: WSW120624-BK
For custom requests please contact customs@waclighting.com

DESCRIPTION
Durable, elegant and timeless, Offshore brings the precision of modern
architecture to outdoor lighting. Vertical fluted glass softens its powerful
illumination, creating a balanced play of light and texture. The linear black
metal frame adds structure and refinement, making Offshore a beacon of
modern design built to weather any element.

FEATURES
• Built in color temperature adjustability. Switch from
2700K/3000K/3500K/4000K
• Weather resistant powder coated finishes
• Light engine is factory sealed for maximum protection from the elements
• ACLED driverless technology
• 5 year warranty

SPECIFICATIONS

Color Temp:  2700K/3000K/3500K/4000K

Input: 120V,50/60Hz

CRI 90

Dimming: ELV: 100-10% , TRIAC: 100-10%

Rated Life: 50,000 Hours

Standards: ETL, cETL, Wet Location Listed

Construction Aluminum body with glass diffuser

FINISHES:

  Black
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