Fixture Type:

WAC LIGHTING g

Project:
Pipe Fixed Rail Location:
Ceiling and Wall Mount
Model & Size ~Color Temp & CRI “Lumens  Finish
0 TK-260503 O 2310 0 BK
2700K/3000K/3500K/4000K/5 0O BN
000K - O wt

Example: TK-260503-CS-WT
For custom requests please contact customs@waclighting.com

DESCRIPTION

Available in monopoint, 3-head, or 4-head fixed-rail options, Pipe delivers
powerful, flexible illumination in a sleek, die-cast aluminum form. With 350°
horizontal and 90° vertical adjustability, it provides precise, glare-free lighting
for a wide range of wall or ceiling applications.

FEATURES

* Multiple LED array for uniform illumination

+ 5CCT Switch hidden in canopy for a clean aesthetic
* Driver concealed within the fixture

* 5 year warranty

SPECIFICATIONS
Color Temp: 2700K/3000K/3500K/4000K/5000K
Input: 120 VAC,50/60Hz FINISHES:
CRI 90
Dimming: ELV: 100-5% , TRIAC: 100-5%
Rated Life: 50,000 Hours
: X - Black Brushed White
Mounting: Installs over a 3" or 4" Junction Box, Can be mounted on ceiling Nickel
or wall in all orientations
. . . . LINE DRAWING
Standards: ETL, cETL, Title 24 JA8 Compliant, ADA, Damp Location Listed
Construction Die-cast aluminum

waclighting.com | Phone (800) 526.2588 | Fax (800) 526.2585 | Headquarters/Eastern Distribution Center 44 Harbor Park Drive Port Washington, NY 11050

WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program. August 2026



Fixture Type:

WAC LIGHTING g

Project:
Pipe Fixed Rail Location:
Ceiling and Wall Mount
Model & Size ~Color Temp & CRI “Lumens  Finish
0 TK-260504 O 3080 0 BK
2700K/3000K/3500K/4000K/5 0O BN
000K - O wt

Example: TK-260504-CS-WT
For custom requests please contact customs@waclighting.com

DESCRIPTION

Available in monopoint, 3-head, or 4-head fixed-rail options, Pipe delivers

powerful, flexible illumination in a sleek, die-cast aluminum form. With 350°

horizontal and 90° vertical adjustability, it provides precise, glare-free lighting

for a wide range of wall or ceiling applications. -

FEATURES é é é
* Multiple LED array for uniform illumination

+ 5CCT Switch hidden in canopy for a clean aesthetic
* Driver concealed within the fixture
* 5 year warranty

SPECIFICATIONS

Color Temp: 2700K/3000K/3500K/4000K/5000K
Input: 120 VAC,50/60Hz FINISHES:
CRI 90
Dimming: ELV: 100-5% , TRIAC: 100-5%
Rated Life: 50,000 Hours
. X - Black Brushed White
Mounting: Installs over a 3" or 4" Junction Box, Can be mounted on ceiling Nickel

or wall in all orientations

. . . . LINE DRAWING
Standards: ETL, cETL, Title 24 JA8 Compliant, ADA, Damp Location Listed

Construction Die-cast aluminum
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