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12" Pendant 3000K

Fixture Type:

Catalog Number:

Project:

Location:

Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
 PD-51712 12"  3000K  BN Brushed Nickel

 BR Brushed Brass
12W 882 420

Example: PD-51712F-BN
•For 277V special order, add an "F" before the finish: PD-51712F-BR

For custom requests please contact customs@waclighting.com

DESCRIPTION
A high-performance LED downlight in a retro style metal pendant available in
two lustrous plated metal finishes.

FEATURES
• Retro style spun metal housing
• Upscale quality plated metal finishes
• Three 12" and one 6" downrods included for customized length
• Integral swivel for sloped ceilings
• Driver installed within the Junction Box, driver dimension: 2.7" x 1.26" x 1.12"
• 5 year warranty

SPECIFICATIONS

Color Temp:  3000K

Input: 50/60Hz

CRI 90

Dimming: ELV: 100-10%

Rated Life: 60,000 Hours

Standards: ETL, cETL, Damp Location Listed

Construction Aluminum hardware with glass diffuser

REPLACEMENT PARTS
RPL-GLA-51712 - Glass
RPL-ROD-IN06-BN - 6" rod - BN finish
RPL-ROD-IN06-BR - 6" rod - BR finish
RPL-ROD-IN12-BN - 12" rod - BN finish
RPL-ROD-IN12-BR - 12" rod - BR finish

FINISHES:

  Brushed
Brass

  Brushed
Nickel
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