
Stella
Wall Sconce 3000K

Fixture Type:

Catalog Number:

Project:

Location:

Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
 WS-13208 8"  3000K  BN Brushed Nickel 10W 727 335

Example: WS-13208F-35-BN
•For 277V special order, add an "F" before the finish: WS-13208F-BN
•For alternate color temperature, special order adding 27 or 35: WS-13208-35-BN

For custom requests please contact customs@waclighting.com

DESCRIPTION
Well defined structural lines and sturdy aluminum construction define this
modern wall luminaire. A fitting ambient lighting solution for residential and
commercial interiors.

FEATURES
• Etched glass diffuser top and bottom
• ACLED driverless technology
• 5 year warranty

SPECIFICATIONS

Color Temp:  3000K

Input: 120 VAC,50/60Hz

CRI 90

Dimming: ELV: 100-10%

Rated Life: 80,000 Hours

Standards: ETL, cETL, ADA, Damp Location Listed

Construction Aluminum hardware with glass diffuser

REPLACEMENT PARTS
RPL-GLA-13208-01 - Outer glass for WS-13208
RPL-GLA-13208-02 - Bottom glass for WS-13208

FINISHES:

  Brushed
Nickel

LINE DRAWING
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Stella
Wall Sconce 3000K

Fixture Type:

Catalog Number:

Project:

Location:

Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
 WS-13212 12"  3000K  BN Brushed Nickel 16W 1118 495

Example: WS-13212-BN
•For 277V special order, add an "F" before the finish: WS-13212F-BN
•For alternate color temperature, special order adding 27 or 35: WS-13212F-35-BN

For custom requests please contact customs@waclighting.com

DESCRIPTION
Well defined structural lines and sturdy aluminum construction define this
modern wall luminaire. A fitting ambient lighting solution for residential and
commercial interiors.

FEATURES
• Etched glass diffuser top and bottom
• ACLED driverless technology
• 5 year warranty

SPECIFICATIONS

Color Temp:  3000K

Input: 120 VAC,50/60Hz

CRI 90

Dimming: ELV: 100-10%

Rated Life: 80,000 Hours

Standards: ETL, cETL, ADA, Damp Location Listed

Construction Aluminum hardware with glass diffuser

REPLACEMENT PARTS
RPL-GLA-13212-01 - Outer glass for WS-13208
RPL-GLA-13212-02 - Bottom glass for WS-13212

FINISHES:

  Brushed
Nickel

LINE DRAWING
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Stella
Wall Sconce 3000K

Fixture Type:

Catalog Number:

Project:

Location:

Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
 WS-13217 17"  3000K  BN Brushed Nickel 26W 1845 895

Example: WS-13217-BN
•For 277V special order, add an "F" before the finish: WS-13217F-BN
•For alternate color temperature, special order adding 27 or 35: WS-13217F-35-BN

For custom requests please contact customs@waclighting.com

DESCRIPTION
Well defined structural lines and sturdy aluminum construction define this
modern wall luminaire. A fitting ambient lighting solution for residential and
commercial interiors.

FEATURES
• Etched glass diffuser top and bottom
• ACLED driverless technology
• 5 year warranty

SPECIFICATIONS

Color Temp:  3000K

Input: 120 VAC,50/60Hz

CRI 90

Dimming: ELV: 100-10%

Rated Life: 80,000 Hours

Standards: ETL, cETL, ADA, Damp Location Listed

Construction Aluminum hardware with glass diffuser

REPLACEMENT PARTS
RPL-GLA-13217-01 - Outer glass for WS-13208
RPL-GLA-13217-02 - Bottom glass for WS-13217

FINISHES:

  Brushed
Nickel

LINE DRAWING
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