
VENTRIX Tunable White
Large Stealth Framing Projector Adjustable Beam

Fixture Type:

Catalog Number:

Project:

Location:

Model Power Watt Color Temp & CRI Delivered Lumens CBCP Finish
 S2SP  2 17W  TWA 1800-4000K - 90 13°: 105 / 30°: 250 13°: 2545 / 30°:

1175
 BK Black
 WT White

Example: S2SP-2-TWABK

Lumens and CBCP are reference values for 3000K Color Temperature

DESCRIPTION
Ventrix redefines flexibility, offering both Dim to Warm and Tunable White
options in one innovative fixture. A sophisticated solution for illuminating art
and collectibles, the VENTRIX Stealth Framing Projector delivers precision
accent lighting for upscale residential, gallery, retail, hospitality, and museum
environments. This sleek, high-performance luminaire projects a sharply
defined square, rectangular, or circular beam to frame to highlight artwork
with precision. The innovative 10-lens optical assembly paired with cutting-
edge tunable white LED technology provides maximum visual impact. Tune
from 1800K—where reds will appear deep and rich—up to 4000K, where blue
tones will vibrantly pop off the canvas. For added creativity, the Stealth
Framing Projector supports custom gobos—templates that shape light into
intricate patterns, logos, or unique designs.

FEATURES
• Precise, high definition zoomable projection
• Stealth armature with 360° horizontal rotation and 90° vertical aiming
• Accepts one glass or metal gobo. Custom gobo size: Outside Diameter
24.5mm, Thickness ≤ 1.5mm, Image Size ≤ 19mm
• To enable access to VENTRIX element releasing tabs, maintain at least 3” of
free channel space
• Driver concealed within the fixture
• 5 year warranty

SPECIFICATIONS

Construction Die-cast aluminum with optical glass lenses

Power: 17W

Input: 48 VDC

Dimming: ELV: 100-0.1% , 0-10V: 100-0.1% , TRIAC: 100-0.1% , DMX:
100-0.1%

Light Source: Integrated LED, 3 Step Mac Adam Ellipse

Lens: Optical Lenses

Rated Life: 50,000 Hours

Mounting: Installs magnetically and mechanically into VENTRIX system,
Can be mounted on ceiling or wall vertically or horizontally

Finish: Electrostatically Powder Coated and Anodized Black, White

Operating Temp: -4°F to 104°F (-20°C to 40°C)

Standards: UL, cUL, Dry Location Listed

FINISHES:

  Black   White
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