
VENTRIX Tunable White
Niveous Pendants

Fixture Type:

Catalog Number:

Project:

Location:

Model Size Watt Color Temp & CRI Delivered Lumens Finish
 S2PD02  2 

 3 
14W  TWA 1800K-4000K - 90 1465  BK Black

 WT White

Example: S2PD02-2-TWABK

Lumens and CBCP are reference values for 3000K Color Temperature

DESCRIPTION
Add a playful element to the design with our Niveous pendant. Etched opal
glass in a perfect sphere, Niveous provides ample ambient illumination
avilailable with Dim to Warm and Tunable White technology built into the
same fixture. 

FEATURES
• Mouth blown etched opal glass provides even illumination
• Thin powered cable provides an ultra-clean look
• Suspension cable may be field shortened
• Driver concealed within the VENTRIX adapter
• To enable access to VENTRIX element releasing tabs, maintain at least 3” of
free channel space
• Driver concealed within the fixture
• 5 year warranty

SPECIFICATIONS

Construction Aluminum hardware with opal glass diffuser

Power: 14W

Input: 48 VDC

Dimming: ELV: 100-0.1% , 0-10V: 100-0.1% , TRIAC: 100-0.1% , DMX:
100-0.1%

Light Source: Integrated LED, 3 Step Mac Adam Ellipse

Lens: Etched Opal Glass

Rated Life: 50,000 Hours

Mounting: Installs magnetically and mechanically into VENTRIX system

Finish: Electrostatically Powder Coated Black, White

Operating Temp: -4°F to 104°F (-20°C to 40°C)

Standards: UL, cUL, Dry Location Listed, Title 24 JA8 Compliant

FINISHES:

  Black   White

LINE DRAWING
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ACCESSORIES

Model Description Finish

S2PD-HOOK-WT
S2PD-HOOK-BK

VENTRIX
VENTRIX

White
Black

Powered by TCPDF (www.tcpdf.org)

waclighting.com | Phone (800) 526.2588 | Fax (800) 526.2585 | Headquarters/Eastern Distribution Center 44 Harbor Park Drive Port Washington, NY 11050

WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program. July 2026 2

http://www.tcpdf.org

	fixture: 
	catalog-1: 
	project: 
	location: 
	model: Off
	size: Off
	colortempcri: Off
	finish: Off
	textbox_model: 
	textbox_size: 
	textbox_colortempcri: 
	textbox_finish: 
	fixture: 
	catalog-2: 
	project: 
	location: 


