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LED-T-RCH5-BK
LED-T-RCH5-WT
LED-T-RCH5-AL

8 ft linear channel

Includes perforated metal sheets 
and frosted diff user Can be fi eld 
cut

Power feed LED-T-RBOX5-BK
LED-T-RBOX5-WT
LED-T-RBOX5-AL

Includes a wiring box, two hanger bars, two tape light 
connectors, two channel connectors, two end caps 
and diff user The end cap may be placed on either side 
or be removed Hanger bars may install on any side of 
the wiring box

LED-T-______-WT

Example: LED-T-RCH5-WT

SLIM SYMMETRICAL RECESSED CHANNEL - TRIM 
LED-T-RCH5

Min 142"
Max 242"

• Installs within drywall depth
• Linear channel can be fi eld cut

•  Accommodates either one or two runs of InvisiLED® 
indoor tape See individual InvisiLED spec sheets.

• Includes a frosted acrylic diff user
• Aluminum extrusion powder coated
• Remote transformer is required

COMPATIBLE PRODUCTS
InvisiLED® Gemini, Lite+, Pro+, Pro 2+, Duet

InvisiLED® LITE, Classic

InvisiLED® Pro, CCT, Dim-To-Warm, Tunable, RGB

WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program.   JAN 2025

waclighting.com
Phone (800) 526.2588
Fax       (800) 526.2585

Headquarters, East Manufacturing Facility
44 Harbor Park Drive  
Port Washington, NY 11050

South East Manufacturing Facility
1600 Distribution Ct 
Lithia Springs, GA 30122

Central Manufacturing Facility
1700 South J Elmer Freeway, Ste 100 
Cedar Hill, TX 75104

West Manufacturing Facility
1750 S Archibald Ave 
Ontario, CA 91761
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Indoor InvisiLED tape




